
Adjusting Using Speed: 

There are two speeds: door closing speed and controlled speed. 

Each is controlled by their own speed regulating screw. 

Adjust the door closer speed (section No.1) with the No.1 speed 
regulating screw, and the controlled speed (section No. 2) with 
the No. 2 speed regulating screw.

Turn clockwise to reduce speed; counter-clockwise to increase 
speed.

Door Closer
Adjustment

TO ADJUST CLOSING SPEED OF SLIDING DOOR  
LOCATE 2 SPEED REGULATING SCREWS ON THE 
DOOR CLOSER.  ADJUST AS PER DIAGRAM 

NOTE: EXERCISE CAUTION WHEN ADJUSTING 
IF THE ADJUSTMENT SCREWS ARE SCREWED 
OUT TOO FAR THIS COULD DAMAGE THE O-RING 
INSIDE AND CAUSE THE CYLINDER TO LEAK

Adjusting Section of Closing Speed

To adjust closing speed of sliding door, locate 2 
speed regulating screws on the door closer. Adjust 
as per diagram.

Note: exercise caution when adjusting. If the 
adjustment screws are screwed out too far it can 
cause damage to the O-ring inside and cause the 
cylinder to leak.

Door Closer - Adjustment

Door Closer
Adjustment

TO ADJUST CLOSING SPEED OF SLIDING DOOR  
LOCATE 2 SPEED REGULATING SCREWS ON THE 
DOOR CLOSER.  ADJUST AS PER DIAGRAM 

NOTE: EXERCISE CAUTION WHEN ADJUSTING 
IF THE ADJUSTMENT SCREWS ARE SCREWED 
OUT TOO FAR THIS COULD DAMAGE THE O-RING 
INSIDE AND CAUSE THE CYLINDER TO LEAK
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